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MAIN PARTICULARS  (ALL FIGURES ABOUT)

M/V KEN UN - OPEN LOOP SCRUBBER FITTED, SINGLEDECKER, BULK CARRIER, DOUBLE SKIN

IMO No. 9727298

Flag Panama

Built 11/2015 in Oshima, Japan

Type Open Loop Scrubber Fitted, Singledecker, 
Bulk Carrier, Double Skin

Classifi cation NKK /NS*(BCM, BC-XII, GRAB, PSPC-WBT) 
(IWS) (Sox) (EGCS)

LOA 179.99 m

Breadth max. 30.00 m

Tonnage GT 22,501 NT 12,174

Summer DWAT 37,394 mts

Winter DWAT 36,356 mts

Main engine Kawasaki – MAN B&W 5S50ME-C8.2

Holds 5 holds

Hatch Covers IKNOW Machinery Co. Ltd / 
Weather-tight folding type

Cargo gear IKNOW Machinery Co. Ltd., 4 x 30 mts

Hatch sizes (L x B)
Hatch 1 16.00 mtrs x 16.00 mtrs

Hatch 2 19.20 mtrs x 20.00 mtrs

Hatch 3 19.20 mtrs x 20.00 mtrs

Hatch 4 19.20 mtrs x 20.00 mtrs

Hatch 5 19.20 mtrs x 20.00 mtrs

Tank top sizes / 
height of holds

(L x B)

Tank top 1 28.20 mtrs x 5.00/25.20 mtrs

Tank top 2 28.20 mtrs x 25.20 mtrs

Tank top 3 28.20 mtrs x 25.20 mtrs

Tank top 4 28.20 mtrs x 25.20 mtrs

Tank top 5 28.20 mtrs x 25.20/11.30 mtrs

Hold capacities cbft grain cbm
C. H. No. 1 269,274 7,625

C. H. No. 2 350,604 9,928

C. H. No. 3 350,216 9,917

C. H. No. 4 350,216 9,917

C. H. No. 5 333,618 9,447

Total 1,653,928 46,834

Strength Tanktop 25.00 mts/sqm

Hatch cover 2.00 mts/sqm

Deck 3.50 mts/sqm
TPC 48.30 laden

Grain fi tted yes

CO2 fi tted yes

Speed & 
Consumption

Ballast Abt 14 knots on abt. 
HSFO 21.0 mt/day + abt. 
LSMGO 0.1 mt/day

Laden Abt 13.4 knots on abt. 
HSFO 21.0 mt/day + abt 
LSMGO 0.1 mt/day

In Port 
(Working)

Abt 0.0 mts HSFO & abt. 
6.3 mts LSMGO

In Port 
(Idle)

Abt 2.2 mt HSFO & abt. 
1.5mts LSMGOEco Speed & 

Consumption 
(WOG)

Ballast Abt 12.0 knots on 
abt. HSFO 15.3 mt/
day + abt. LSMGO 
0.1 mt/day

Laden Abt 11.6 knots on 
abt. HSFO 15.3 mt/
day + abt. LSMGO 
0.1 mt/day

Grabs fi tted YES (4 GRAB BUCKETS) HOOK-ON / RADIO 
CONTROLLED OPENING TYPE GRAB

Grab model RSHC-120/60T10A (12/6 M3)

Specifi c gravity 0.8 – 2.3 t / m3

Volume capacity 12 / 6 m3

Heaped capacity 12 m3 for COAL with adjusting plate 
Max.9.6T
6 m3 for ORE without adjusting plate 
Max.15.2T

0.1 mt/day


